












JACOBSEN® ECLIPSE® 322

put more return  
on your investment.

Determine Your Savings Potential

See a lower total cost of ownership on the green and in the shed with the Eclipse 322. Its innovative design makes it not only 

the green choice but the most cost effective mower on the market.

Utilize the cost calculator at www.Eclipse322.com and see how 

this greens mower can provide a greater return on your investment.

Choose between three power configurations:  Hybrid Gas  •  Hybrid Diesel  •  Battery

one battery-powered eclipse 322:

• �Lowers operating costs by up to 86%  

over traditional hydraulic greens mowers

• Saves up to 630 gallons of fuel annually

• �Uses up to 26 fewer gallons of waste  

oil each year

• �Cuts labor by up to 15 hours each year  

(based on scheduled maintenance)

one hybrid eclipse 322:

• �Lowers operating costs by up  

to 35% over traditional hydraulic  

greens mowers

• �Reduces fuel use by up to 180  

gallons annually

• �Saves up to 18 gallons of waste  

oil each year
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JACOBSEN® ECLIPSE® 322 SPECIFICATIONS

Power Battery Hybrid Gas Hybrid Diesel

Engine Briggs and Stratton Vanguard V-Twin; 
air-cooled; 14 hp

Kubota Z482 2-cylinder diesel;  
liquid cooled; 13.3 hp

Generator  48V, 5.8 kW Continuous

Displacement 29.23 cu. in. (479 cc)

Battery Pack 48V (six 8 volt 190AH deep cycle  
lead acid batteries) with single point  

watering system

Battery Charger On-board high frequency charger  
18 amp, 48V DC output, 85-265V AC 

45-65 Hz input

Traction & Drive System

System Voltage 48V nominal

Traction Drive AC; 3 hp (2.2 kW) continuous

Reel Drive One brushless DC motor per reel; 1.3 hp (0.97 kW) continuous

Reel Lift One linear actuator per reel with individual control

Tires, Brakes & Steering

Tires 18 x 10.5 x 8 4-ply

Parking Brake Automatic electro-magnetic multi-plate

Steering Variable ratio by-wire steering with feedback control

Reels & Blades

Number and Size Three 22 in. (0.56 m) reels; 5 in. (127 mm) diameter

Number of Blades 7, 9, 11

Cutting Frequency 0.05 - 0.25 in. (1.2 - 6.3 mm) with 11 blade reel; electronically adjustable

Overall Cutting Width 62 in. (1.6 m)

Height of Cut Range (depending on 
turf condition and bedknife installed)

0.062 - 0.438 in. (1.6 - 11.1 mm)

Backlapping Standard on-board backlapping

Speed

Mowing 0 - 5.0 mph (0 - 8.9 kph); electronically adjustable max speed

Transport 0 - 9.0 mph (0 - 14.5 kph); electronically adjustable max speed

Reverse 0 - 4.0 mph (0 - 6.4 kph)

Weight & Dimensions

Weight with Reels Up 1668 lbs. (756 kg) with all fluids 1589 lbs. (721 kg) with all fluids 1642 lbs. (745 kg) with all fluids

Weight with Reels Down 1377 lbs. (624 kg) with all fluids 1298 lbs. (589 kg) with all fluids 1351 lbs. (613 kg) with all fluids

Length with Catchers On 101 in. (2.57 m)

Height with ROPS 79.3 in. (2.01 m)

Wheel Base 52 in. (1.32 m)

Width 58.75 in. (1.5 m) outside of tires

Overall Width 67.7 in. (1.72 m) with reels

Ground Clearance (at reels) Front: 6.125 in. (15.5 cm) Rear: 4.25 in. (10.8 cm)

Turning Circle Inside: 20.25 in. (0.51 m) Outside: 144.25 in. (3.7 m)

Fuel Capacity 5 gal. (19 L)

Approximate Run Time per Tank 10 hrs. 15 hrs.

Approximate Run Time per Charge 3 - 3.5 hrs.

Approximate Recharge Time 4 - 6 hrs.

Operator Levels

Operator Ear Noise Level 84 dBA




